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TexHuueckuin nacnopt ana SINAMICS G120D
Data sheet for SINAMICS G120D

[aHHble pnA 3aKasa

MILFB.Ordering dota 65L3525-0PE23-0AA1

Ne 3aka3a knueHTa / Client order no.: Ne no3uuuu [ item no.:

Ne 3aka3a Siemens / Order no.: Kom. Ne | Consignment no.:
Ne npepnoxeHus | Offer no.: MpoekT | Project:

MpumeuaHme | Remarks:

HomuHanbHble napameTpbl / Rated data || ObLwMe TeXHUUECKMEe XapaKTepPUCTUKHK | General
KoaddruumneHT mowHocTu A
Bxop, / input Poweg?;*c)tor)\ 0:95
Uucno cas o Kn
Number o??:hases 3 ﬂepeMeHHbIM Ve Efficﬂnrgyn 0,97
CeTeBoe Hanpa>xeHue 380 500B =10 %
Line voltage -
t{aCTOTa ceTu 47 ..63Ty MouHocTb noTepb 0,10 KBT
ine frequency Power loss

HoMuHanbHbIN TOK 720A
Rated current !

YcnoBus oKkpy»xatoLewn cpenbl / Ambient conditions

Bbixopg / output

Uucno das N OxnaxpeHue KOHBEKLHA
Number of‘t:)hases 3 MNepemeHHbIN TOK Cooling Convection
’|;|0MMHaanoe HanpseHue 400 B
ated voltage
PacueTHas MOLLHOCTb 300 KBT Pacxop oxnaxpatowlero Bosayxa  ( gog m3c
Rated power 4 Cooling air requirement ’
HomuHanbHbIH TOK (IN)
Rated current (IN) 7,70 A IBbICOTa MecTa yCTaHOBKH 1000 m
nstallation altitude
BbIXOAHOM TOK, MaKC.
15,40 A o .
Max. output current TemnepaTtypa oKkpy»arowien cpeabl / Ambient temperature
Yactota umMnynbcoB .
Pulse frequency 4xly gaGOHMM peXnM -10...55°C (14 ... 131 °F)
peration
BbixopgHas uacTtoTa NpU BEKTOPHOM T
perynupoBaHum 0..200 Ty T opTUpOBKa -40...70°C (-40 ... 158 °F)
Output frequency for vector control
BbixoAHas uacTtota npu U/f- 23‘3;2“"“““" -40...70°C(-40 ... 158 °F)
perynupoBaHuu 0...650 Ty

Output frequency for V/f control OTHOCUTENbHAA BNAXXHOCTb BO3AyXa / Relative humidity

Mo 3aKOHOAATENbCTBY B BEPCUAX BCTPOEHHOTO MPOrPamMMHOrO

obecneuenuns V4.7 1 Bbllle MaKCMMalbHas YacToTa Ha BbIXOAe He 95 % npw Temnepatype 40 °C (104

npesbiwaet 550 Ny Pabounii peXxkum, MaKc. °F); RH, BbinageHue pocbl He

In firmware V4.7 and higher, due to legal requirements, the maximum output frequency is Max. operation ! fonyckaercs

restricted to 550 Hz. 95 % at 40°C (104°F); RH, condensation not
permitted

HdonycTtumasn neperpyska / Overload capability

High Overload (HO)

CpefHee MaKC. 3HaueHWe HOMUHaNbHOIO BbIXOAHOIO TOKa MPU NMPOAOIKUTENLHOCTU LiMkna 300 ¢; 1,5 x pacueTHbli UCXOAHbIM ToK (To ecTb 150 % neperpysku) B TeueHue 60 ¢
npu BpeMeHn umnkna 300 ¢ 2 x pacueTHbl UCXOAHbIN TOK (To ecTb 200 % neperpysku) B TeueHue 3 ¢ npu BpeMeH#u uukna 300 ¢

Average max. rated output current during a cycle time of 300 s; 1.5 x rated output current (i.e. 150% overload) for 60 s with a cycle time of 300 s; 2 x rated output current (i.e. 200 % overload) for 3 s with a
cycle time of 300 s
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VILFB. Ordering data 6SL3525-0PE23-0AA1
Unntoctpauus aHanoruunas | Figure similar
MexaHuueckune gaHHble [ Mechanical data | | CoepuHeHusn [ Connections
CTeneHb 3aLmUTbl IP65 / UL Tvn 3 P
Degree of protection IP65 / UL type 3 Co CTOPOHbI ceTH [ Line side
Fabaputbi FSB UcnonHeHne HAN Q4/2 (wTekep)
Size Version HAN Q4/2 (connector)
Macca HeTTO CeueHue coeguHEHUA
Net weight 800K Conductor cross-section 2,50 ... 6,00 mm?
Wmmna 445,0 MM Co cTtopoHbl ABuratens / Motor end
BbicoTa 210.0 MM UcnonHeHue HAN Q8 (KOHTaKT rHe340BOM)
Height ’ Version HAN Q8 (socket)
EnyGuHa 180,0 MM CeueHue coefuHeHun 2,50 ... 4,00 MMm?
epth Conductor cross-section
MoTtepu npeobpasoBaTtena cornacHo EN 50598-2* / PE-coennHeHue L Sl e B el s
- PE connection On housing with M5 screw
Converter losses to EN 50598-2
CeueHue coeguHEHUA
Knacc adhdpektnBHOCTH IE2 Conductor cross-section 10,00.... 16,00 mm*
Efficiency class
CpaBHeHUe C 3TanoHHbIM Npeobpasosatenem (90% / 65.03 % OnuHa kabens aBuratens, Makc. / Max. motor cable length
100%) ' &
Comparison with the reference converter (90% / 100%) JKpaHUPOBaHHbIN 15 ™
Shielded
|
Be3 skpaHupoBaHus 30Mm
41,0 BT (1,96 %) 44,0 BT (2,14 %) 49,0 BT (2,35 %) Unshielded

CraHpapTtbl/HOpMbI [ Standards

UL 508C (kaTtanoxHbl Homep UL

100% @ ------=-—--=—=—---c-= L e
i
i
1
1
i
!
! CooTBeTCTBUE CTaHAapTaM
i

i i E121068), CE, RCM
50% _.,_3 3.08T(158%) . ¢_3_5_'9_B_T (0.67%) 4 37.081(1.77%) IR S e D UL 508C (UL list number E121068), CE, RCM
i i
i i i
30,0 BT (1,42 %) 130 BT (1,46 %) ! MapkupoBka "CE" MPEeKTUBa MO HMSKOMY
250 @ mmm Dl . | CE mpmkmg HanpskeHuto 2006/95/EG
! ! Low-voltage directive 2006/95/EC
i i
1 1
| 1 S
50% 90% f
3HaueHus B npoueHTax yKa3blBakOT NOTepU OTHOCUTENTIbHO HOMMWHanbHOM Ka)KyLLleﬁCﬂ MOLLHOCTHU
npeobpasosaTtens.

The percentage values show the losses in relation to the rated apparent power of the converter.

Ha anMarpamme nokasaHbl NoTepu Ans Touek (cornacHo ctaHaapTy EN50598) oTHocuTenbHoro
MOMeHTOOobpasytoLLero Toka (I) Bbilie OTHOCUTENbHOM YacToThbl cTaTtopa Asuratens (f). 3HaueHus
feicTBUTENbHbI ANA 6a30BOro McnonHeHuna npeobpasosatens 6e3 onuuit/koMNOHEHTOB

The diagram shows the losses for the points (as per standard EN 50598) of the relative torque
generating current (1) over the relative motor stator frequency(f). The values are valid for the basic
version of the converter without options/components.

*pacueTHble 3HaueHUs

*converted values
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